Impact\Wrenches

W24-series

These tools features a steel, aluminum and
magnesium housing and can handle tough
environments providing fast rundown and
tightening.

They have powerful impact mechanisms for fast
run down with four torque settings.

The W24-series features compact pistol to larger
straight models for many different applications.

Square Aircon- Rec.

Bolt drive Torque- Torque - Torque Free sump- hose Airinlet

size size Forward  Reverse Range speed Weight tion size thread Model Impact
Model mm in Nm Nm Nm r/min kg IIs mm BSP type mechanism Ordering No.
W2410 M10  1/4” HEX 98 110 13-80 7000 1 1 10 1/4” Pistol Twin hammer 8434124854
W2411 M10 3/8” 130 140 13-110 7000 1 1 10 1147 Pistol  Twin hammer 8434124855
W2412 M16 1/2” 250 350 100 - 300 7400 1.4 13 10 1/4” Pistol ~ Twin hammer 8434124862
W2415 M16 1/2” 550 750 150 - 650 7700 2.7 20 10 1/4” Pistol Pin clutch 8434124856
W2420 M30 3/4” 1450 1700 650- 1300 5600 5.4 26 13 3/8” Pistol ~ Twin hammer 8434124857
W2425 M33 17 2200 2550 700 - 1400 4500 10.2 44 19 172" Pistol Pinless 8434124858
W2427 M33 1” 1800 2200 700 -1500 4500 6.7 36 19 1/2” Straight Twin hammer 8434124859
W2428 M33 17 2200 2800 800-1600 5000 10.5 48 19 112" Straight Pinless 8434124860
W2415 KIT: Incl. 5 sockets. Sizes: 13, 15, 17, 19 & 24 mm. 8434124861

Torque range (min/max) is a calculated value acc. To Skidmore. Performance is depending on air installation and type of bolted joint.
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